
 

78050, 78100, 78200, 78501
Сигнальная лента 

IMPORTANT NOTICE TO PURCHASER
All statements technical information and recommendations contained herein are based on tests we believe to be reliable, but the accuracy or
completeness thereof is not guaranteed and the following is made in lieu of all warranties, express or implied: Seller's and manufacturer's only
obligation shall be to replace such quantity of the product proved to be defective.  Neither seller nor manufacturer shall be liable for any injury,
loss or damage, direct or consequential, arising out of the use of or the inability to use the product.  Before using, users shall determine the
suitability of the product for their intended use, and assume all risk and liability whatsoever in connection therewith. No statement or
recommendation not contained herein shall have any force or effect unless in an agreement signed by officers of seller and manufacture.       

Описание:

Технические 
характеристики:

Особенности:

PE сигнальная лента – это сигнальная лента изготовленная из LDPE пленки без адгезива. 
Используется для ограждения опасных участков или мест проведения ремонтных и строи-
тельных работ. Указывает на то, что следует держаться подальше от огороженной зоны, 
тем самым помогает предотвращать несчастные случаи, делая опасные места более замет-
ными. Сигнальные ленты Spino – идеальное решение как для наружного применения, так 
и для использования внутри помещений. Данная лента может быть привязана, прикреплена 
скобами или прибита к столбам, заборам или металлическим сооружениям.

• Замечательная гибкость
• Отличная сопротивляемость погодным условиям, водонепроницаема
• Пригодна для нанесения печати
• Сопротивляемость погодным условиям
• Хорошо заметна
• Хорошая растяжимость

Срок хранения: 24 месяца при хранении в чистом, сухом, хорошо проветриваемом помещении  
при температуре от 5 °C до 25 °C. 

Доступные размеры: 50 мм x 100 м, 70 мм x 100 м, 70 мм x 200 м, 70 мм x 500 м

Сноска: Выше приведены цифры для ознакомления, и они не могут рассматриваться как гарантии. 
Клиентам рекомендуется проверить материалы, чтобы определить пригодность к 
предназначенному использованию.
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